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1. Purpose

Purpose of this document is to describe steps needed, to update the firmware on the iMETOS LoRa
motherboards.

2. Requirements

In order to update the firmware on the iMETOS LoRa motherboard you need:

— Microchip MPLAB IPE application

Microchip PICkit3 programmator with the correct programming cable

iMETOS LoRa motherboard

Battery

Microchip MPLAB IPE application is part of the Microchip MPLAB(R) X suite. Download link and
installation instructions are available at http://microchipdeveloper.com/ipe:installation .

Microchip PICkit3 programmator with the correct programming cable is delivered on request by the
Pessl Instruments.
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3. Rain gauge or flow meter 9. Extra temperature 15. DIP-1
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Digital input 11. Solar panel 18. LoRa module
6. HC2temperature & 12. Connector for 2 19. On-board LoRa antenna
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Picture 2 - Connectors on the iMETOS LoRa board (29-0328)

The red square with number 1 indicates the programming pins.
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Picture 3 - Microchip PICkit3 programmator with correct programming cable (grey cable)
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4. Initial steps

First, install the Microchip MPLAB IPE application.

Second, connect the programming cable to the PICkit 3 device:

Picture 4 - connecting the programming cable to the Microchip PICkit3 programmator

Make sure, the blue marked pin is connected to the right side of the programmator (marked with
white arrow pointing to the correct input).

Third, connect the PICkit3 to the PC via USB port.
Fourth, connect the battery to the iMETOS LoRa motherboard.
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5. Programming steps

First, open the MPLAB IPE application.

Second, select the correct Device (PIC18F97J94) (box 1 on the Picture 5).

Third, make sure the PICkit3 tool is selected (box 2 on the Picture 5).

Fourth, click on the Browse button (box 3 on the Picture 5) and select the firmware file for this
product (ex. IMETOS LoRaV100_v103.X.production.hex). You should see the 'Hex file loaded

successfully' message in the Output (box 4 on the Picture 5).

Fifth, with one hand, push the programming cable to the correct programing pins on the iMETOS

LoRa motherboard (Picture 6). Programming pins are marked on the Picture 6.

Sixth, click on the Connect button (box 5 on the Picture 5).

Seventh, click on the Program button (box 6 on the Picture 5).

Eight, after successful programming, you should see 'Programming complete' message in the Output

tab.

3 Integrated Programming Environment v3.60

File View Settings Help

Device ID Revision = 3

Select Device and Tool Results
Family: 1 All Families v
Checksum:
Pass Count: _20
Device: PIC18F97194 v Apply
w 2w e Faicount ]
TotalCount: [26 ]
Tool: PICkit3 S.No : BUR 162875244 v 5
6 Program % Erase Q} Read w Verify @ Blank Check
L L L D
Source: |C:\work\svn'hardware\firmware \uMetosLoRa\Production firmware\uMetosLoRaV 100_v103.X.production.hex 3
SQTP: |Please dick on browse button to import SQTP file Browse
% Less
Output
2017-10-27 10:52:44 +0200 - Completed loading IPE. A
2017-10-27 10:53:40 +0200 - Loading hex file. Please wait...
Loading code from C:\work' pRa\Production firmware\uMetosLoRaV 100_v103.X.production.hex...
2017-10-27 10:53:40 +020[- Hex file loaded successfully | 4
Connecting to MPLAB PICkit 3...
Currently loaded firmware on PICkit 3
Firmware Suite Version.....01.48.17
Firmware type.............. PIC18F]
Target voltage detected
Target device PIC 18F97194 found.
v

Picture 5 - MPLAB IPE app with settings
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Picture 6 - Connecting the programming cable to the iMETOS LoRa motherboard

6. Final steps

Connect the IMETOS LoRa board to the serial cable (see iIMETOS LoRa - TeraTerm terminal example v1.00.pdf and/or
iMETOS LoRa - Communication Terminal v1.00.pdf). Check the station information, Firmware version, measurement and
transfer interval etc. to make sure the correct Firmware was programmed and that all settings are correct.

7. Guide revisions

GUIDE
VERSION MODIFICATIONS
1.10 - Renaming.
1.00 - First release of the document.
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