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1. Top view of the iMETOS NB-loT board
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Picture 1 - Top view of the iMETOS NB-loT Rev. 2.0 board (29-0330)
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2. Connecting the iMETOS NB-loT board to the PC

In order to access the terminal menu, user needs to connect the serial cable to the UART — PC 10 pin connector
on the IMETOS NB-loT board and the other end to the USB port of the PC.

The iIMETOS NB-loT board needs to be connected to the power source (battery).

Picture 2 - Connected cable to the iMETOS NB-loT board
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3. Accessing the terminal menu

Serial port settings

- Baudrate 9600 bps
- Data byte 8 bits

- Start bit 1 bit
- Stop bit at least 1 bit
- Parity None

3.1 Example of setting up TeraTerm terminal application

1. Select the appropriate Serial port

VT

File Edit Setup Control Window Help

-

Tera Term: New connection
OTCPHP He myhost.example.com
History
tt: (22
Telnet
SSH SSHversion: |\SSH2
Other
UNSPEC
® Serial Port: | COM11: USB Serial Port (COM11)
OK Cancel Help

Picture 3 - Selec the Serial port
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2. Navigate to Setup > Serial port and set the correct settings

Tera Term: Serial port setup

Port: COM12

Baud rate: %L%OO

Data: 8 bit Cancel

Parity: none
Stop: 1 bit Help

Flow control: hardware

Transmit delay

0 msecichar [ mseciline

Picture 4 - Setting up correct serial port settings

2. Select Setup > Terminal and set New-line Transmit: CR+LF

Tera Term: Terminal setup

Terminal size Newr-line
'BO X (39 Receive: CR

Term size = win size Transmit: CR+LF Cancel

Auto window resize
Help
Terminal ID: ' VT100 [JLocal echo

Answerback: | O Auto switch (VT<->TEK)

Coding (receive) Coding (transmit)

UTF8 v UTF8 -

locale: ‘american CodePage: 65001

Picture 5 - Setting up the line end format on Transmit
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3. Press H to see the menu

Y COM12 - Tera Term VT = O X
| File Edit Setup Control Window Help

o
m
-
o

system info
last raw data of data memory
all raw data of data memory
sensors configuration set
Sensor testing
Print all control registers of data memory
Print DataFlash memory organization
Make a new sensors configuration set

Set up the measure/logging intervals
Set up the system date and time

Print NBIoT module info

Setu? NBIoT module parameters
NBIoT module bridge mode

FW Upgrade mode of NB-IoT module

Press H for help.
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Picture 6 - Main menu of the iMETOS NB-loT device
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4. Guide revisions

GUIDE
VERSION

MODIFICATIONS

1.00

- First release of the document.
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